
Pilkington Arctic Blue™

High Performance Tinted Glass
The cool blue glass that creates a comfortable interior without sacrificing natural light. 

The ideal shade of blue for cool comfort, Pilkington Arctic Blue™ is a unique tinted float 

glass offering high daylight transmittance and good solar control.

For optimum solar and thermal performance, combine Pilkington Arctic Blue™ with 

Pilkington Optitherm™ or Pilkington K Glass™ range in an insulating glass unit.
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CE Marking confirms that a product meets the requirements of its relevant harmonised European Norm and can be placed  

on the market in the EU. The CE Marking Declaration of Performance for each product can be found at www.pilkington.com/ce 

This publication provides only a general description of the products. Further, more detailed, information may be obtained from your local supplier  

of Pilkington products. It is the responsibility of the user to ensure that the use of these products is appropriate for any particular application and that 

such use complies with all relevant legislation, standards, codes of practice and other requirements. To the fullest extent permitted by applicable laws,  

Nippon Sheet Glass Co. Ltd. and its subsidiary companies disclaim all liability for any error in or omission from this publication and for all consequences of 

relying on it. Pilkington, “Arctic Blue”, “Optitherm”, “K Glass” and “Optifloat” are trademarks owned by Nippon Sheet Glass Co. Ltd, or a subsidiary thereof.

Pilkington Arctic Blue™ ‒ High Performance Tinted Glass

Low-e coating on surface 3 or 5 (counting from the outside). 
The above performance data has been determined in accordance with EN 410 and EN 673.
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Pilkington Arctic Blue™

4 mm 64 6 48 6 46 59 0.68 5.8

6 mm 54 6 37 5 58 50 0.57 5.7

8 mm 45 5 29 5 66 44 0.51 5.6

10 mm 38 5 23 5 72 40 0.46 5.6

Insulating glass unit construction: 6 mm Pilkington Arctic Blue™ outer pane – 16 mm argon – 4 mm inner pane

Pilkington Optifloat™ Clear 49 8 33 6 61 40 0.46 2.6

Pilkington K Glass™ N 45 9 28 7 65 35 0.40 1.4

Pilkington Optitherm™ S3 49 7 27 7 66 33 0.38 1.1

Pilkington Optitherm™ S1A 45 9 24 9 67 29 0.33 1.0

Insulating glass unit construction: 6 mm Pilkington Arctic Blue™ outer pane – 16 mm argon – 4 mm Pilkington Optifloat™ Clear – 16 mm argon – 
4 mm inner pane

Pilkington Optifloat™ Clear 45 10 29 8 63 35 0.40 1.7

Pilkington K Glass™ N 42 11 25 8 67 32 0.37 1.1

Pilkington Optitherm™ S3 45 9 25 8 67 30 0.34 0.9

Pilkington Optitherm™ S1A 41 11 21 10 69 27 0.31 0.8

Benefits

● �Rich blue colour is cool and distinctive, offering 

unique aesthetics and innovative design 

properties.

● �Excellent solar characteristics when compared to 

traditional tinted float glass, without sacrificing 

daylight transmittance.

● �High visibility means Pilkington Arctic Blue™ 

provides a crisp, undistorted, natural view from 

the interior.

● �Low exterior reflectance makes  

Pilkington Arctic Blue™ ideal for use when low 

glare is a priority.

● �Low UV transmittance blocks most of the sun’s 

damaging UV rays.

● �Easily fabricated into insulating glass units in 

annealed and toughened forms.

● �Available in 4 mm, 6 mm, 8 mm and 10 mm 

thicknesses.


