
Pilkington Eclipse™ Gold and Sunset Gold
Solar Control Glass



CE marking confirms that a product complies with its relevant harmonised European Norm.

The CE marking label for each product, including declared values, can be found at www.pilkington.com/CE

Pilkington Eclipse™ Gold & Sunset Gold – technical performance

The above performance data has been determined in accordance with EN 410 and EN 673.
Solar control coating on surface 2 and low-e coating on surface 3 or 5 (counting from the outside).				  
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Pilkington Eclipse™ Gold 6 mm 40 36 45 42 25 33 50 0.57 5.7

Pilkington Eclipse™ Sunset Gold 6 mm 24 16 44 28 12 60 42 0.48 5.7

Insulating Glass Unit: Pilkington Eclipse™ 6 mm outer pane - 16 mm argon - 4 mm Pilkington Optitherm™ S3

Pilkington Eclipse™ Gold 36 37 42 27 33 40 32 0.37 1.1

Pilkington Eclipse™ Sunset Gold 22 16 42 17 16 67 23 0.26 1.1

Insulating Glass Unit: Pilkington Eclipse™ 6 mm outer pane - 16 mm argon - 4 mm Pilkington Optitherm™ S1A

Pilkington Eclipse™ Gold 34 38 44 22 36 42 28 0.32 1.0

Pilkington Eclipse™ Sunset Gold 21 16 44 14 18 68 19 0.22 1.0
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Pilkington Eclipse™ Gold and Pilkington Eclipse™ Sunset Gold are 

medium solar control performance on-line coated glass products in rich 

gold colours. They provide a glamorous appearance unlike any other 

product of its kind. Pilkington Eclipse™ Gold and Pilkington Eclipse™ 

Sunset Gold allow high natural daylight transmittance which enhances 

visual performance and lowers artificial lighting requirements. 

Both products can be combined with low emissivity glass such as 

Pilkington Optitherm™ to provide better thermal insulation and improve 

passive solar heat gain.

Application

Pilkington Eclipse™ is ideal in applications demanding high reflective 

glass in a rich glamorous colour. Common applications include low, mid 

and hi-rise buildings, financial institutions, offices and retail skylights, 

both in interior and exterior applications. Perfect as an accent colour or 

to glaze an entire building, Pilkington Eclipse™ Gold and Sunset Gold 

offer any project a sense of distinguished style and elegance.

Features and benefits

● �Medium solar control performance with high daylight transmittance.

● �Medium reflectivity providing privacy whilst still allowing a clear view  

to the outside.

● �Rich gold colour providing a stunning look to the building.

● �Highly durable coated product easy to handle and process.

● �Can be laminated, toughened, bent and enamelled using standard 

techniques.

● �Additional thermal insulation performance when combined in  

an Insulating Glass Unit with a low-emissivity glass.

● �Ceramic frit or silk screen can be applied to the coated surface.

● �Available in a range of sizes and thicknesses.

The Pilkington Eclipse™ Gold family of products do not require edge 

deletion for insulating glass unit manufacture and can also have 

a ceramic frit or silk screen pattern applied to the coated surface. 

The products will not oxidize or change colour over time. 

Note: Laminating with the coating touching the PVB interlayer will reduce reflectivity 
and increase transmittance.

To the fullest extent permitted by applicable laws, Nippon Sheet Glass Co. Ltd. and its subsidiary companies  

disclaim all liability for any error in or omission from this publication and for all consequences of relying on it.


